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NATIONAL OILWELL VARCO
MANUFACTURER KCAD
ITEM|[OEM / SUPPLIER P/N MATERIAL | SHORT TEXT LONG TEXT
SIZE :2-3/4IN X 132IN
DIAMETER  :2-3/4IN
LENGTH  :132IN
NATIONAL
ELEVATOR LINKS: 2- RATED CAPACITY :350TON
1 SE\LQA(%L 26940v1132 10008833 3 41\ 132IN 350TO  |STANDARD  -WELDLESS LINKS
WEIGHT ~ :454KG
APPLICATION :TDS, PSL-1
ADDITIONAL INFO:1 SET = 2 PIECES
TYPE 'LOWER ASSEMBLY
SIZE :6-5/8 REG B X P
NATIONAL
IBOP: LOWER 6-5/8IN  |WORKING PRESSURE:15000PSI
2 \C/)/IALRvggLL 114706-502 10014627 floe s Bxp 15KPSIH2S  |TRIM ‘H2S
ADDITIONAL INFO :RELIEF GROOVE C/W
CERTIFICATION
NATIONAL TYPE :ASSEMBLY
s lonweLL 88140 10048984  |ROTATING HEAD: ASSY |APPLICATION  :PIPEHANDLER TOP DRIVE
VARCO PIPE HANDLER 650T  [SYSTEMS
ADDITIONAL INFO:SWL 650TON TDS-3/4/6
NATIONAL , TYPE  :EXTERNAL
4 |OILWELL 98898+30 10076280 SﬁﬁERKiBEé;ETR[L\lsﬁls A [APPLICATION :UPPER IBOP
VARCO PARENT FIGURE:TDS-11SA
5 |[NATIONAL | 30123290-PK  |[10082895  |WASHPIPE PACKING:  |[TYPE 'SEAL KIT




OILWELL 3IN 7500PSI NITRILE SIZE :3IN
VARCO PRESSURE RANGE :7500PSI
MATERIAL :NITRILE
APPLICATION :TOPDRIVE WASHPIPE
ADDITIONAL INFO:DRAWING 123290 REV-H
‘WEIGHT .61150KG
Reparatursatz
NATIONAL . Repair Kit
6 OILWELL 114859 10085266 IEIEF;'?)IR KIT: IBOP UPPER for Upper IBOP PH50
VARCO for Varco TDS9S Top Drive
Varco P/N 114859-DWG
NATIONAL
GLYD RING: 10IN DIA SIZE :10IN
/ OILWELL 118375 10087021 PHD50 PHM TDS APPLICATION: PHD50 PHM TDS
VARCO
NATIONAL . TYPE :SHELL
8 OILWELL 110042 10091036 ﬁﬁ;g?{&%i‘;%&?op APPLICATION :IBOP
VARCO ADDITIONAL INFO:PH50 PIPE HANDLER
NATIONAL
HYDRAULIC CYLINDER: |TYPE :LINK TILT
9 OILWELL 30119592 10093830 LINK TILT TOPDRIVE APPLICATION:TOP DRIVE
VARCO
NATIONAL . INSIDE DIAMETER: 3IN
10 ||OILWELL 30123289 10135108 %’gg;';lplz' 3IN BORE PRESSURE RATING: 7500PSI
VARCO APPLICATION: ROTARY SWIVEL
NATIONAL HYDRAULIC CYLINDER:
TYPE :ASSEMBLY
11  ||OILWELL 110703 10213637 ASSY .
VARCO COUNTERBALANCE APPLICATION:COUNTER BALANCE
TYPE :UPPER
NATIONAL SIZE :9IN OD 3-1/16IN ID
IBOP: UPPER 7-5/8 BXB ||[CONNECTION :7-5/8IN REG BOX/BOX
12 \?,LLF\{/X%L 94203-500 10218825 DOUBLE CRANK PH85  ||[TEST PRESSURE :15000 PSI
FEATURES :DOUBLE CRANK ACTUATOR
ADDITIONAL INFO:PH85 PIPE HANDLER
13 |[NATIONAL 90811-500 10218826 IBOP: LOWER 7-5/8IN TYPE :LOWER




OILWELL REG PIN/BOX SIZE  :8-5/8IN OD 3-1/16IN
VARCO CONNECTION:7-5/8IN REG PIN X BOX
TYPE :ASSEMBLY UPPER
NATIONAL IBOP: UPPER ASSY 6- \S/\I/%JERKING P6R_ESS/58LIJI\IiER§SOI(3)8I§(S;( PO
14 \C/)'LLF\{Q/:E;'L 110103-500 10222250 5/8IN REG BOX/BOX 15K |[ID :3-1/16IN
ADDITIONAL INFO :PH-50 C/W
CERTIFICATION
NATIONAL
15 ||OILWELL 30155438 10227643 CAM FOLLOWER: 6IN SIZE:6IN
VARCO
NATIONAL
BEARING: CAM APPLICATION :CAM FOLLOWER
16 S'Z‘ng:g'l‘ 301>8767-04 10227649 FOLLOWER TDS-9S ADDITIONAL INFO:TDS-9S TOP DRIVE
WASHPIPE
INSIDE DIAMETER: 3IN
MATERIAL: TUNGSTEN CARBIDE
NATIONAL ) APPLICATION: ROTARY SWIVEL
17 ||OILWELL 30123289-TC  |[10232360 \;V?IEIESI;{:'DSNgGIET?EﬁRE MANUFACTURER: VARCO
VARCO ' PRESSURE RATING: 7500PSI
Varco Document No.:123290
Varco P/N 123289
NOV P/N 30123289-TC
Piston Ring (Standard Version)
NATIONAL SISTON RING. ;g'rARlcitsEng Link Adapter Assembly TDS-9S
18 \C/)'LLRVgg'L 30173156 10236613 STANDARD VERSION Drawing No 30118150 Pos 9
VARCO P/N 117826 old
VARCO P/N 30173156 new
19 |[NATIONAL 30177594-500 |[10237891 STEM: MACHINING FOR ||Stem-machining
OILWELL TDS-9 TDS-9
VARCO

National Oilwell Varco
P/N 117833-500 Old




P/N 30177594-500 New

Bail Pin TDS9
NATIONAL
20 ||OILWELL 109506 10242494 PIN: BAIL TDS9 Varco
VARCO P/N 109506
REPAIR KIT
NATIONAL
REPAIR KIT: UPPER-IBOP |[TYPE:UPPER-IBOP PH-50-H2S
21 |OILWELL 114860-2 10253050 TDS11 APPLICATION:TOP DRIVE SYSTEM TDS11SJ
VARCO
14 N326
NATIONAL SHAFT: MAIN 6-5/8IN Main Shaft w/Landing Collar
22 ||OILWELL 121131 10259236 REG W/LANDING NOV P/N 121131
VARCO COLLAR Drawing No. 30178076 Item
TYPE :ASSEMBLY UPPER
SIZE :6-5/8IN REG RH
CONNECTION :6-5/8IN API REG RH BOX,
6-5/8IN API REG RH BOX
NATIONAL [BOP: UPPER ASSY 6 |MODEL  A/ALVEIBOP UPPER
23 \C;'LLQIXE)LL 110103-502 10259510 5/8IN REG BOX/BOX H2S||WORKING PRESSURE:15000PSI
oD :7-3/8IN(188MM)
ID :3-1/16IN(78MM)
FEATURES ‘SERVICE H2S
ADDITIONAL INFO :PH-50 C/W
CERTIFICATION
NATIONAL s
SEAL KIT: FACE
24  ||OILWELL 30182002500 ||10279511 WASHPIPE MECH P750 TOP DRIVE SYSTEM
VARCO
NATIONAL
INSULATOR: UPPER PARENT FIGURE:TDS TOP DRIVE
25 \?,LLF\{Q/:E;_L 30173521 10296071 BEARING TDS TOP DRIVE|/APPLICATION :UPPER BEARING
26 |[NATIONAL P611000038- 10344317 HYDRAULIC FILTER: CONSISTS OF:
OILWELL 500 ELEMENT 2 X P611000038-9 O-RING Face Seal#344




VARCO 1 X P611000038-4 Seal Assembly, Upper
1 X P611000038-3 Seal Assembly, Bottom
APPLICATION: 3IN WASHPIPE
NATIONAL :
27 |OILWELL 117063-7500  [10374190 | P WELDMENTRH g o0 Outside;RH, Weld;7500,TDS9
OUTER
VARCO
NATIONAL . Thrust Bearing
28  |OILWELL 30120556 10376064 ;TEBSDT BEARING: 21,5 OD
VARCO ' NOV P/N 30120556
NATIONAL
PIGTAIL: ASSY 42-COND ||PIGTAIL,ASSY,42-COND EEX
29 |OILWELL 126800-01-20 (10386433 |y ol Varco P/N 126800-01-20
VARCO
NATIONAL BEAM: GUIDE QKZPEE .gﬁDE
30 |[OILWELL 124517 10421285  [INTERMEDIATE 18 FT |10 0\ © 51 0 men e Toc.
VARCO TDS11SA
11SA
NATIONAL _ TYPE ‘GUIDE
31 |OILWELL 30154382 10421286 Egé#bﬁugggllalcgrowl ADDITIONAL INFO:BOTTOM SECTION
VARCO TDS11SA
KIT
NATIONAL RETROFIT KIT: TYPE ~ :GENERAL SECONDARY
32 |OILWELL 10710323-001 10430393  |SECONDARY RETENTION [RETENTION C-FACE
VARCO C-F ACCORDING :SAFETY ALERT 10701487-PIB
APPLICATION :TDS-4S
TYPE : CLAMP CYLINDER
NATIONAL , APPLICATION:
33 |OILWELL 30157221 10439387 .'?85 Eé\L//EI\#gs(EﬁIEADER BODY CLAMP CYLINDER FOR TOP DRIVE
VARCO 500TON;
MODEL:TDS-11SA.
NATIONAL
SEAL KIT: ROTATING ~ |TYPE: ROTATING LINK ADAPTER
34 |OILWELL 30173277-KIT 110444916} 1\ ADAPTER TDS-11  |APPLICATION: TDS-11
VARCO
35 |[NATIONAL || |16683433-001 (10468262  ||RETROFIT KIT: ICONSISTING OF  :HOSE ASSY (MANIFOLD) |




OILWELL COUNTERBALANCE HOSE ASSY (CB CYLINDERS)
VARCO ACCUMULATOR CAP SCREW HEX HEAD (VARIOUS)
LOCKWASHERS 1/2IN(REG)
REDUCERS X 2
CABLE TIES
LOCKWIRE
WASHERS (FLAT) GRADE L9
ACCUMULATOR STRAP <(>&<)> BRACKET
5IN
ACCUMULATOR
APPLICATION  :COUNTERBALANCE
ACCUMULATOR UP
ADDITIONAL INFO :FOR TDS-95 <(>&<)>
TDS-11S
NATIONAL CABLE POWER 2000V F/TDS-10SH MFG:
6 lomwei M614003495- | o, |CABLE POWER 2000V  [NOV P/N M614003495-444P OWER CALBE
ARCO) 444 F/TDS-10SH MFG: NOV |UNARMOURED TYPE P 1 CONDUCTOR
444MCM 2000 V (EXANE 125 RSCC IC444)
NATIONAL
7 lomwalr M611009653- |\ .., |PAD PROPRIETARY PAD PROPRIETARY WEAR F/ TOP DRIVE
Ao 003 WEAR F/ TOP DRIVE TD [TDS-11SA P/N M61100965 3-003
NATIONAL
VALVE SOLENOID ATOS [VALVE SOLENOID ATOS LOW TEMP F/TDS
38 ||OILWELL 30175915-J2-BT|10477864 || 5\ TEMP F/TDS MF  |MFG: NOV P/N 30175915- J2-BT
VARCO
NATIONAL
BODY CYLINDER CLAMP |[BODY CYLINDER CLAMP F/TDS 115 MFG:
39 S/IALF\{@E)LL 10448480-001 110479266 |- rnc 115 MFG:NO  |NOV P/N 120620 (104484 80-001)
NATIONAL TYPE JAW ASSEMBLY
INSTALLATION KIT: JAW [APPLICATION  :PH-100 PIPE HANDLER
40 SLLF:’E':E)LL 30122000-85 10488210 ||\ ooy pH_100 TDS-85  |PARENT FIGURE :TDS-8S TOP DRIVE
ADDITIONAL INFO:BX ELEVATOR
41 |NATIONAL 126897-C24 10488507  |VALVE: ASSEMBLY 3 |[TYPE ‘VALVE ASSEMBLY

OILWELL

GANG TOP DRIVE

APPLICATION :TOP DRIVE




IVARCO

|ADDITIONAL INFO:3 GANG

NATIONAL , TYPE :PIPE HANDLING TOOL
42 |OILWELL 30154737 10488531 ml\'\lléFSNLg'%POEL ors_gp |APPLICATION  :TOP DRIVE
VARCO ADDITIONAL INFO:PRS-8I
NATIONAL . TYPE :UPPER ARM ASSEMBLY
43 |OILWELL 30158097 10488532 X'S’;'::IE%%IUPPER ARM [l AppLICATION  :TOP DRIVE
VARCO ADDITIONAL INFO:PRS-8I
NATIONAL TYPE :GUIDE BEAM,TOP SECTION
BEAM: TOP SECTION  [ADDITIONAL INFO:APPLICATION TOP DRIVE
a4 SXLF:’E’:E)LL 30153710 10491280 hrp DRIVE TDS-11SA  [NATIONAL OILWELL VARCO
TDS-11SA 500TON
TYPE :GUIDE BEAM,INTERMEDIATE
SECTION
NATIONAL
BEAM: INTERMEDIATE  (SIZE :25FT
4> S/IALF\Q’:E)LL 124517-502 |10491281 it 110N TOP DRIVE TDS||ADDITIONAL INFO:APPLICATION TOP DRIVE
NATIONAL OILWELL VARCO
TDS-11SA 500TON
TYPE :GUIDE BEAM,BOTTOM
NATIONAL BEAM: BOTTOM ETZTEERMEDIQIETSECTION
46 \C/)LLRng)LL 30154381 10491282 ITI\LJ)TSE;MEDIATE SECTION | S0 e ONAL INFO-APPLICATION TOP DRIVE
NATIONAL OILWELL VARCO
TDS-11SA 500TON
NATIONAL
GOOSENECK: LARGE TO |TYPE  :LARGE TO SMALL BORE
47 |OILWELL 121123-L 10492126 ls\ALL BORE TDS APPLICATION:TDS TOP DRIVE
VARCO
NATIONAL , TYPE  :SHOT
48 |OILWELL 10854484-003 |[10492139 EIIHI'(SAHS%T( .'?CD)ggTSIEG APPLICATION:ROTATING LINK ASSY,TOP
VARCO DRIVE TDS-8SA
49 |NATIONAL 10358347-005 |[10492178  [[S-PIPE: KIT TDS-4S 5IN | TYPE KIT
OILWELL MALE 1002 7.5KPSI PRESSURE RATING:7500PSI
VARCO APPLICATION :TDS-4S TOP DRIVE SYSTEM




ADDITIONAL INFO:5IN MALE 1002, LARGE
BORE

NATIONAL TYPE :ELECTRICAL
30157644-86- SERVICE KIT: ELEC TDS-
50 \C/)LLRVX%L 20-20 10492504 8SA SERVICE LOOP APPLICATION :3029 SERVICE LOOP

PARENT FIGURE:TOP DRIVE TDS-8SA




